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REPLACEMENT OF STEERING HORN BOLT ON NOSE
GEAR TRUSS

M20, S/N 1001 thru 1200

M20A, S/N 1201 thru 1700

M20B, S/N 1701 thru 1923

M20C, S/N 1852, 1940 thru 3466, 670001 thru 670149,
680001 thru 680xxx

M20D, S/N 101 thru 260

M20E, S/N 101 thru 1308, 670001 thru 670062

M20F, S/N 660002 thru 660004, 670001 thru 670539,
680001 thru 680xxx

M20G, S/N 680001 thru 680xxx

MANDATORY within the next annual or 100-hour inspection,

whichever comes first.

Reported instances have been recorded of steering horn
AN3-20 bolt distortion and breakage due to possible nose
gear oversteering and overtorquing of steering horn bolt.
To help prevent this condition, proceed with following in-
structions which install a higher strength screw.

. Remove steering horn bolt (AN3-20), nut, and (2) washers at

nose gear truss.

. Install screw NAS623-3-29, nut MS20365-1032A (with nylon

insert), and (2) existing washers. Torque nut 20 to 25 IN,/LBS.

. Fill out and mail Service Bulletin Compliance card.

M20-169

S.B. 169-1 NAS623-3-29SCrew . . . v v v v v oo vv... (1)
MS20365-1032A nut (with nylon insert). .. .. (1)
Service Bulletin Compliance card . ... .. .. (1)

This service bulletin kit may be procured from your local
Mooney distributor. Direct factory orders will not be
accepted.
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